TheCALOMEBESSURIB a

high precision, multi-fi
hand-held calibrator d
for the process control
Its speciality is pressu
measurement. DC volte
milliamps and circuit c
can also be measured.
source and simulate m

Measurement of presst
milliamps may be used
pressure transmitter c;
Measurement of presst
source milliamps can b
for I/donvertor testing
calibration. With track
switched on, the millia
output will follow the r
pressure.

Ideal for recording, data logging
or in place of a pressure
transmitter in an emergency

The trend feature is useful for
graphing pressureTpheofiles.
pressure value can be scaled
and the time base selected.
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ANALOGUE INPUT RANGESMPEDANCE ACCURACY RESOLUTION
0-24mA Input impedidmt/e 0.01% A
0-32V Input imped#dho 0.005% i1mV

Continuity witWtaiggeéyY @ 1mA.
Pressure accuracy is 0.05% with an 0.02% option, the resolution Asvdegaeadgntodnc
pressure transmitters are available from -1 to +1 bar up to 0-1000 bar

ANALOGUE OUTPUT RANGHESXx load ACCURACY RESOLUTION
0-24mA Output load mWx 500 0.01% A



CALOA&Aibrators

TheCALOG range of process instrumentation calibrators are designed for
the plant envirdmmgmire tough, sophisticated precision instruments that are
friendly

Robust enough to withstand the rigors of most industrial environments, they
metal hydride batteries, monitoredny infaeripgoaapgemackedit graphic display

For quick source valueGAtL-Of5 the uses the key-per-digit numeri
to scroll each digit up or down.
The graphic display can be selected to display the measured value or trend

Small, rugged, handheld with a protective rubber cover

Graphic display of measured value, percent and battery status
Contain serial technology components for compact size, accuracy
Programmable fautesbdrt at last setting and selectable display res
NiMH Battery pack, cdraygease, and test leads supplied as standa
1 year guarantee

Operating temperature ran@Qeto +B&O
Storage temperature range-20 to ¥55
Humidity <85% non-condensing

Dimensions (with the boot®%)x 155 x 43mm, IP54 rating (dust anc
Dimensions (without the bdatxriy5 x 34mm, IP54 rating (dust anc

Protection UL94 -V flamerdartAB'Plastiasticwonérh rubbe

Weight 340¢g

Display ‘28 x 64 graphics display D ack-lit

Keypad 16 Key embossed buttons

Batteries NiMH battery pack with tesing )

Battery life Approx. 10 Hours, loop psourcing 12mA . cd
Approx. 50 Hours, loop ‘isabled

Over rar AR with audible war

Undeainge — with audible w

mAloop .r loop error wit'warning . warning

m Alorohmsto highto high check |@omnaudible warning warning

Distredfte
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